L J " ’:h‘] - 3 -
2 "r;' "'h"j.‘{:{.-- \ Pt

foI
M@ '

Pete Shreeves
(256) 7266487
P A ';‘. 5 Pete. Shreeves@tbe com |

r'-‘“f“ S :1'.-}.&.. LIRS L SN S RS SR u”‘“&l
.2 Thisis a repalr not a Restoratlon 559

,. - AN -2 1% ——— = ——
o h e PN 2 0N T T F e 2T e B0y e
< ‘.‘-?,.»-_. )”‘)7‘ G ‘P'H PR .< A .-?;&:,-_; LTin N ’c:_:

to the Tennessee Valley
MOPAR Club




Step 1. Look at the outside.

Where is rust?
Where is paint?

As Purchased
Sitting on blocks

¥ictim of Road Salt and Flat Tires
on wet ground

(The car can’t move.)




at 1s that funky color?

The Original color
doesn’t look like rust!

E The original metal flake
L is very appealing.

Airbrushed with
duplicated paint.



Step 2. Look inside

The typical bad interior

Broken Cross Member Great ventilation!
Torn transmission mount



Look inside the trunk...

What are those funny
lumps under the carpet?

Oh! Its the Frame!

Look Ma, No Frame!



Of course the keys are missing...

Operation requires a
puller and patience.



How to move a car with no torque on the torsion bars.

A 4x4, chain
and jack are
used to lift the
passenger side
cross member

It rolls but you
can’t close the



Arriving at the Driveway!

Red Neck Tow Truck.
My Bill Elliot Clone Car
(I have twn!)




Now for the heavy stuff.

Carpets are a real help.

The car is LWAYS safely suppnrteﬂ.

Gloves, Eve protection, Ear
protection, Head protection,
IR longicercs and Time to start yanking the rear.

Beach Boys music.
Stay alert and work carefully.

{Posed shot. My gloves are off to work the camera.)



Electric
cut-off

Torsion Bar

Old Cross Member
will be removed.

Save what you can.






